Amine-grafted alumino-siloxane hybrid porous granular media: A potential solgel sorbent for treating hazardous Cr(VI) in aqueous environment Linsha, Vazhayal / Suchithra, P.S. / Peer Mohamed, A. / Ananthakumar, S., Chemical Engineering Journal, 220, p. 244-253, Mar 2013 ..Surface area and porosity nature was studied by standard N 2 adsorption technique using surface area analyzer (Micromeritics Gemini 2375) after degassing the samples at 200 °C for 2 h. The microstructure of the hybrid beads was examined using...
Amine-grafted alumino-siloxane hybrid porous granular media: A potential solgel sorbent for treating hazardous Cr(VI) in aqueous environment Linsha, Vazhayal / Suchithra, P.S. / Peer Mohamed, A. / Ananthakumar, S., Chemical Engineering Journal, 220, p. 244-253, Mar 2013 ..Surface area and porosity nature was studied by standard N 2 adsorption technique using surface area analyzer (Micromeritics Gemini 2375) after degassing the samples at 200 °C for 2 h. The microstructure of the hybrid beads was examined using... Amino modification of biochar for enhanced adsorption of copper ions from synthetic wastewater Yang, Guang-Xi / Jiang, Hong, Water Research, In Press, Corrected Proof,Oct 2013 ..with a ZnSe ATR crystal window at room temperature. BET measurement was conducted by a Micromeritics Gemini apparatus (ASAP 2020 M+C, Micromeritics, Co., USA) at 77 K. XPS analysis was carried out with an ESCALAB 250 xi system. The...
Amino-functionalized mesostructured cellular foams as carriers of glucose oxidase
Au/3DOM LaCoO 3 : High-performance catalysts for the oxidation of carbon monoxide and toluene Li, Xinwei / Dai, Hongxing / Deng, Jiguang / Liu, Yuxi / Xie, Shaohua / Zhao, Zhenxuan / Wang, Yuan / (...) / Arandiyan, Hamidreza, Chemical Engineering Journal, 228, p.965-975, Jul 2013 ..images of the samples were recorded on a Gemini Zeiss Supra 55 apparatus operating at...N 2 adsorption at −196 °C on a Micromeritics ASAP 2020 analyzer with the samples...experiments were carried out on a Micromeritics AutoChem II 2920 apparatus. 0.3 g...
Bacteria immobilisation on hydroxyapatite surface for heavy metals removal C Piccirillo, SIA Pereira, A Marques, RC Pullar… -Journal of environmental …, 2013 -Elsevier ... their sum to be equal to unity. The specific surface area was measured using the BrunauerEmmett-Teller (BET) method (Micromeritics Gemini 2380, US), using N 2 as the adsorbate gas. The surface morphology of the pellets Bacteria immobilisation on hydroxyapatite surface for heavy metals removal ..equal to unity. The specific surface area was measured using the Brunauer-Emmett-Teller (BET) method (Micromeritics Gemini 2380, US), using N 2 as the adsorbate gas. The surface morphology of the pellets was analysed using a Hitachi...
Bio-assisted synthesis of mesoporous Li 3 V 2 (PO 4 ) 3 for high performance lithium-ion batteries He, Wen / Zhang, Xudong / Du, Xiaoyong / Zhang, Yang / Yue, Yuanzheng / Shen, Jianxing / Li, Mei, Electrochimica Acta, 112, p. 295-303, Dec 2013 ..The specific surface areas were measured by a Micromeritics apparatus (ST-08A, Beijing Huapu Analytic Instrument...using a computer-controlled sorption analyzer (Micromeritics, Gemini V2380, USA) operating in the continuous mode... Bio-inspired mechanochemical synthesis of semiconductor nanomaterial using eggshell membrane Casting and characterization of LiMgPO 4 glass free LTCC tape for microwave applications Thomas, Dhanesh / Abhilash, Pulanchiyodan / Sebastian, Mailadil T., Journal of the European Ceramic Society, 33 (1), p. 87-93, Jan 2013 ..Worcestershire, UK). BET surface area of the powder was measured by nitrogen adsorption using surface area analyzer (Gemini 2375, Micromeritics, Norcross, USA). The linear coefficient of thermal expansion (CTE) of the LMP ceramic sintered at 950...
Casting and characterization of LiMgPO 4 glass free LTCC tape for microwave applications
Thomas, Dhanesh / Abhilash, Pulanchiyodan / Sebastian, Mailadil T., Journal of the European Ceramic Society, 33 (1), p. 87-93, Jan 2013 ..Worcestershire, UK). BET surface area of the powder was measured by nitrogen adsorption using surface area analyzer (Gemini 2375, Micromeritics, Norcross, USA). The linear coefficient of thermal expansion (CTE) of the LMP ceramic sintered at 950... Chemically modified silica gel with 1-{4-[(2-hydro... Sharma, R.K. / Puri, Aditi / Kumar, Anil / Adholeya, Alok, Journal of Environmental Sciences, 25 (6), p.1252 -1261 , Jun 2013 ..a tungsten anode (Fischerscope, Netherlands) . Surface area analysis was carried out at 77 K on Gemini-V2.00 instrument (Micromeritics Instrument Corp., USA). 1. ..K using TriStar 3000 gas sorption apparatus (Micromeritics Inc., Norcross, USA). The specific...v) with a flow rate set at 1.0 mL/min. A Gemini® C 18 column (Gemini-NX, 3 mm C 18 , 110 Å; Phenomenex, CA...
Colloidal properties and potential release of water-dispersible colloids in an agricultural soil depth profile Séquaris, Jean-Marie / Klumpp, Erwin / Vereecken, Harry, Geoderma, 193-194, p.94-101, Feb 2013 . Biology, 120, p.66-73, Mar 2013 ..nm at a resolution of 1.0 nm. The BET method was employed to measure the surface area of ZnO samples with a Micromeritics Gemini 2360 surface area analyzer. 3 Results and discussion 3.1 Structure As shown in Fig. 1 , all ..prior to analyses [22] . The BET specific surface area (BET SSA) of each specimen was determined using a Gemini 2360 (Micromeritics), using adsorption of Nitrogen (high purity grade). About 1 g of powder was placed in the BET sample holder... ..using Cu-Kα radiation (λ = 0.15418 nm). Nitrogen adsorption-desorption isotherms were measured using a Micromeritics Gemini VII surface area and porosity system by high purity nitrogen as adsorbate at 77 K. Environmental, 129, p.194-201, Jan 2013 ..specific surface area of the photocatalysts was determined by nitrogen adsorption at 77 K using a Micromeritics gas adsorption analyzer (Gemini Type 2375). The specific surface area was calculated using the BET method. The DR spectra of the... Environmental, 129, p.194-201, Jan 2013 ..specific surface area of the photocatalysts was determined by nitrogen adsorption at 77 K using a Micromeritics gas adsorption analyzer (Gemini Type 2375). The specific surface area was calculated using the BET method. The DR spectra of the... ..α-phase ( Fig. 1 ) . The specific surface area was determined by BET method using a surface area analyzer (Micromeritics, Gemini 2390) and found to be 0.0041 ± 0.0016 m 2 /g. The specific surface area is comparable to that by geometric... 
Investigation into the mechanism of

Mechanochemical synthesis of Sb 2 S 3 and Bi 2 S 3 nanoparticles
Dutková, Erika / Takacs, Laszlo / Sayagués, María J. / Baláž, Peter / Kováč, Jaroslav / Šatka, Alexander, Chemical Engineering Science, 85, p.25-29, Jan 2013 ..specific surface area was determined by the low temperature nitrogen adsorption method in a sorption apparatus Gemini 2360 (Micromeritics, USA). The morphology of the samples was analyzed using a LEO 1550 field emission scanning electron microscope...
Dutková, Erika / Takacs, Laszlo / Sayagués, María J. / Baláž, Peter / Kováč, Jaroslav / Šatka, Alexander, Chemical Engineering Science, 85, p.25-29, Jan 2013 ..specific surface area was determined by the low temperature nitrogen adsorption method in a sorption apparatus Gemini 2360 (Micromeritics, USA). The morphology of the samples was analyzed using a LEO 1550 field emission scanning electron microscope... ..and 100.6 MHz 13 C NMR spectra were obtained with a Varian Gemini 400 spectrometer with Fourier transformed. 1 H NMR spectra...materials before and after curing, which were determined using a Micromeritics AccuPyc 1330 Gas Pycnometer thermostatized at 40 °C. The... Nickel release and surface characteristics of fine powders of nickel metal and nickel oxide in media of relevance for inhalation and dermal contact Mazinanian, Neda / Hedberg, Yolanda / Odnevall Wallinder, Inger, Regulatory Toxicology and Pharmacology, 65 (1), p. 135-146, Feb 2013 ..adsorption of nitrogen at cryogenic condition using a Micromeritics Gemini V instrument. Nitrogen adsorption was...microscope (FEG-SEM, LEO 1530) equipped with a Gemini column (15 kV, 5.5 mm distance). 2.2.4 Compositional...
Novel Catalytic Systems for Hydrogen Production via the Water-Gas Shift Reaction
Petallidou, Klito C. / Polychronopoulou, Kyriaki / Efstathiou, Angelos M., Conference Papers in Energy, 2013 , p.1-8, Jan 2013 ..was studied by nitrogen adsorption-desorption isotherms at 77 K using a surface area and pores size analyzer (Micromeritics, Gemini model). Before measurements, the samples were degassed at 300°C for 1 h in N 2 gas flow to remove adsorbed... ODTMA + and HDTMA + organomontmorillonites characterization: New insight by WAXS, SAXS and surface charge Bianchi, A.E. / Fernández, M. / Pantanetti, M. / Viña, R. / Torriani, I. / Sánchez, R.M. Torres / Punte, G., Applied Clay Science, 83-84, p.280-285, Oct 2013 ..previously dried at 100 ºC for 6 h at high vacuum, using Micromeritics AccuSorb 2100 E equipment. The internal specific surface area...scanning electron microscope Zeiss (FEG-SEM Zeiss LEO 982 GEMINI) with combined energy dispersive X-ray spectroscopy (EDS... One-pot hydrothermal preparation and catalytic performance of porous strontium ferrite hollow spheres for the combustion of toluene ..USA). The BET surface area and porosity of the chelating resin were determined by the BET-N 2 method using a Micromeritics Gemini VII analyzer. The sample was degassed at 50 °C for 12 h. Reagents and solutions All chemicals were of analytical... On-line preconcentration/determination of zinc from water, biological and food samples using synthesized chelating resin and flame atomic absorption spectrometry Yılmaz, Sibel / Tokalıoğlu, Şerife / Şahan, Serkan / Ülgen, Ahmet / Şahan, Ahmet / Soykan, Cengiz, Journal of Trace Elements in Medicine and Biology, 27 (2), p.85-90, Apr 2013 ..USA). The BET surface area and porosity of the chelating resin were determined by the BET-N 2 method using a Micromeritics Gemini VII analyzer. The sample was degassed at 50 °C for 12 h. Environmental, 138-139, p.391-400, Jul 2013 ..The BET specific surface areas ( S BET ) were determined from N 2 adsorption isotherms obtained at 77 K in a Micromeritics Gemini instrument. Band-gap values were determined from diffuse reflectance spectra. ..dispersive X-ray (EDX) spectrometer (Oxford Instruments ISIS). BET surface area was measured using a Gemini V2365 system (Micromeritics Instrument Corp.). X-ray absorption spectra (XAS) at the Pb-L III edge (13,055 eV) were collected... PEG-modified magnetic hypercrosslinked poly(styrene-codivinylbenzene) microspheres to minimize sorption of serum proteins Petr, Šálek / Daniel, Horák / Michal, Bláha, Reactive and Functional Polymers, 73 (8), p.1122 -1129 , Aug 2013 ..area S BET of the microspheres was determined by nitrogen adsorption in liquid nitrogen (77 K) using a Gemini VII 2390 Analyzer (Micromeritics; Norcross, GA, USA). The specific pore volumes and the pore size distribution of dry microspheres... Percolation transition in the porous structure of latex-templated silica monoliths ..temperature of liquid nitrogen, the specific surface area of the BET samples was measured using an automatic system (Micromeritics Gemini 2370C) with nitrogen gas as the adsorbate. Fourier transform infrared (FT-IR) spectra were collected using... ..catalysts are reported in Table 1 . BET surface area measurements were carried out by N 2 adsorption at 77 K using a Micromeritics Gemini 2375 instrument. UV-Vis spectra were measured on a Cary 5 (Varian) apparatus, equipped with an integrating... 
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